
Technical Guide D5.13

Product Sheet D5.7

Applications 

Suitable for lawns, patios and more.

Product Attributes

50, 60 or 110 mm holes can be drilled to 

suit pipework. 

Manufactured using precast concrete 

for durability.

Cast iron grates to suit

Approvals/Standards

NZS3109, Concrete Construction

Quality/Environment/Health & Safety

Hynds management systems are certified 

to ISO 9001:2015, 45001:2015, and 

14001:2018 standards

A strong and durable alternative to standard plastic silt traps.

Hynds Silt  
Trap Unit
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Disclaimer: While every effort has been made to ensure that the information in this document is correct and accurate, users of Hynds product or information within this document must make their own assessment 
of suitability for their particular application. Product dimensions are nominal only, and should be veri�ed if critical to a particular installation. No warranty is either expressed, implied, or statutory made by Hynds 
unless expressly stated in any sale and purchase agreement entered into between Hynds and the user.

Branches Nationwide  Support Of� ce & Technical Services  0800 93 7473

A strong and durable alternative to standard plastic silt traps.

Table 1  Product Range

Product Code Description Mass (kg)

IC3000600 Spun Concrete Silt Trap 53

CI325G Cast Iron Grate 4

16

300 ID

630

360 OD

We are the supply partner of choice for New Zealand’s 
civil construction industry, specialising in water and 
infrastructure based solutions.


