
■ Increases Overall Pipeline Efficiency

Technical Guide W9.2

Applications 

For live tapping of PE pipe

Product Attributes

Under pressure tapping of PE pipe

360° outlet swivel

Approvals/Standards

For polyethylene pressure pipes AS/NZS 

4130, 63mm to 180mm

Complies with AS/NZS 4129:2008

Watermark Approval

Watercare Approved

Quality

QAS Standards mark License No. 2018
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We are the supply partner of choice for New Zealand’s 

civil construction industry, specialising in water and 

infrastructure based solutions.

Under Pressure Mechanical Tapping Saddle for PE Pipe

Plasson Tapper®
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The Plasson Tapper is an under pressure tapping saddle with  
a 360° swivel outlet for use with polyethylene pipes.

Product Attributes

 ■ Tapping cuter included

 ■ Non swarf cutter

 ■ Compression outlet connection

Tapper outlet is easily connected directly to a PE

service pipe with the standard Plasson compression

joint on the outlet.

TAble 1 TAPPer SWIVel Tee For MeTrIC PolYeTHYlene                                                                                                                                   

Pipe Outlet No. of 
Bolts

PN 
Water

Code

63 25 4 12.5 TS063025PLAS

125 25 6 16 TS125025PLAS

180 25 6 16 TS180025PLAS

Note: Nuts and Bolts are stainless steel 316. 
12 x 160mm Hex Key required to operate cutter.

TAble 2 Materials

Body Polypropylene

Bolts & Nuts 316 Stainless Steel

Cutters Brass (BS2874-CZ122). Suitable for PVC and PE.

Saddle Seal
Especially designed to handle PVC-O even at very 
low temperatures

Meet the WSA107 
requirements

EPDM rubber. Large saddle surface
is designed to avoid local stress concentrations
on the pipe and reduce the potential for pipe failures
in the long term.

O’rings NBr rubber

FIG. 1  

Disclaimer: While every effort has been made to ensure that the information in this document is correct and accurate, users of Hynds product or information within this document must make their own assessment 
of suitability for their particular application. Product dimensions are nominal only, and should be verified if critical to a particular installation. No warranty is either expressed, implied, or statutory made by Hynds 
unless expressly stated in any sale and purchase agreement entered into between Hynds and the user.
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